
24V 200A ZM 404      IP54
2 x M8
2 x blade

max. L  97,00mm     fixing:    45,00mm 

12V 200A ZM 403        IP54
2 x M8
2 x blade

max. L  87,00mm     fixing:    45,00mm 

12V 100A IP54
2 x M8
2 x blade

24V 100A IP54
2 x M8
2 x blade

max. L  92,00mm     fixing:    40,00mm 

AM 836506

AM 836511

12V 80A EFEL 36505

24V 80A EFEL 36510

max. L  87,00mm     fixing:    50,00mm 

AM 836507

AM 836512

AM 836505

AM 836510

12V 100A Efel 12670
Bosch 0 333 006 004

24V 100A Efel 12670
Bosch 0 333 006 006

24V 150A Efel 12670
Bosch 0 333 009 002

12V 150A Efel 12670
Bosch 0 333 009 004

AM 812670

AM 812680

AM 812690

AM 812700
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12v 100A 24071 / 24077 Int.
15-27
Grounded
PVC coated
ISO 8846 Marine

max. L  60,00mm     fixing:    56,00mm 

12v 100A 24047 Int.
15-337   15-416
SAS 5402C
5945002385147

24v 100A 24008 Int.

max. L  60,00mm     fixing:    56,00mm 

24v 85A 24063-08-BX  Cont.
Insulated
PVC coated
ISO 8846 Marine

max. L  60,00mm     fixing:    45,00mm 

AM 803008

AM 803009

AM 803010

6V 100A SAS 4609
15 - 476

12V 100A SAS 4201
15 - 132

12V 200A SAS 4213
15 - 236

24V 200A SAS 4401
15 - 141

AM 803011

AM 803006

AM 803012

AM 803112

AM 803024

12V 150ah SBD 4201
replace : Prestolite  15 -301

Warn         9639
Ramsey    440110

24V 150ah SBD 4401
replace : Prestolite  15 -326

Warn         14334
Ramsey    440114

AM 800301

AM 800326
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12V 150A WARN 23396

suitable for : WARN WINCHES type 

M 5000     M 6000    M 8000     S 8000     S 9000
H 8000     M 10000   M 12000   S 12000

12V 80A WARN 2040

12V 80A WARN 6341 (insulated)

suitable for : WARN WINCHES type 

M 3000     M 3500    M 4500     M 5000     M 6000
M 8000     M 9000    H  8000     M 10000
M 12000   S 12000

12 00A 89-818864T, 89-846070,         
,                               89-96158, 89-96158T

89-94318   WAI 67.712
18-5818  
UPC 693006001630

AM 800085

AM 800067

AM 800396

12 150A 684-1251-012    CONT   
,                               300A  60sec

400A  30sec
Sealed
Insulated

AM 800712

AM 803051

12 150A 684-1211-212    INT       
,                               duty time max 6min

Peak max 800A /5sec
Insulated

24 150A 684-2461-212    INT
duty time max 6min
Peak max 800A /5sec
4696-325-4   4540002M
E0627.4  E0634.24 
E0058M  (Insulated)

AM 803062

AM 803064

pag.  003

original   referenceup-to-date  :  23-02-2018



12/24V 100A SPX EF 1070 ( EF 1071 )
APL 3050

12 150A 240-22017    INTER.  
,                               240-22152

240-22034
Cole H. 24450BX

12V 80A ( silver cadmium contacts ) 

24V 80A ( silver cadmium contacts ) 

48V 80A ( silver cadmium contacts ) 

72V 80A ( silver cadmium contacts ) 

AM 812617

AM 840070

12V 150A ( silver cadmium contacts ) 

24V 150A ( silver cadmium contacts ) 

48V 150A ( silver cadmium contacts ) 

72V 150A ( silver cadmium contacts ) 

AM 836520

AM 836521

AM 836522

AM 836523

AM 812691

AM 812692

AM 812693

AM 812694

12V 100A ( silver cadmium contacts ) 

24V 100A ( silver cadmium contacts ) 

48V 100A ( silver cadmium contacts ) 

72V 100A ( silver cadmium contacts ) 

AM 812695

AM 812696

AM 812697

AM 812698
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12V 150A CIMA  40221

24 150A CIMA 40222

12V 120A T 206 C

24 120A T 206 C

12V 150A

24V 150A

12V 180A

24V 180A

AM 812651

AM 812652

AM 840221

AM 840222

12V 150A

24V 150A

12V 180A

24V 180A

AM 812010

AM 812020

AM 812110

AM 812120

AM 812503

AM 812504

AM 812530

AM 812540

12/24V 100A SPX EF 1070 ( EF 1071 )
APL 3050

AM 840070
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to use in combination with
Serie   Wound   motor
up to   1500Watt max.

to use in combination with
Serie   Wound   motor
up to   3000Watt max.

to use in combination with
Magnet Permanent motor
up to   1500Watt max.

to use in combination with
Magnet Permanent motor
up to   2500Watt max.
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DISCONTINUE
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